


Polystar 9000 Wicketer 10 - USA

					   
 Nominal Machine Width:		  28" 	 (711mm)

 Bag Sizes with 14" (55mm) wicket arms:

 Max. Bag Width:			   15" 	 (381mm)
 Min. Bag Width:			   3" 	 (75mm)
 Max. Bag Length:			   28" 	 (711mm)
 Min. Bag Length:			   9" 	 (228mm)
 Max. Roll Diameter:			   24" 	 (610mm)
	  
					     16" 	 (62mm) and 
					     20" 	 (78mm) wicket 	
					     arms also available

 Maximum Operating Speed:		  up to 250 bags per minute, 	
					     �G�H�S�H�Q�G�L�Q�J���R�Q���¿�O�P��		
					     thickness and draw lengths
					     (speed estimate based on 8" 	
					     (200mm) draw; .001" or 25 	
					     �P�L�F�U�R�Q���¿�O�P��

 Voltage:				    220v/3 phase/60 amps

 Air:					     90-100 psi @ 15 cfm

 Water:					    1.0 gal/min. (3.81)

Polystar 9000 Wicketer

�6�S�H�F�L�¿�F�D�W�L�R�Q�V

The  Polystar 9000 wicketed bag machine is available in 30" (762mm) machine width.  All critical components 
are located outboard of the main frames.  This enhances stability and permits easy access for adjustments and 
service.  Six stations on the wicket conveyor gives the operator more time to unload the bag stacks.
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