


Polystar Sideweld Machines 10 - USA

					   
					     30-Solid		 41-Solid		 41-Split		 56-Solid		 56-Split

 Nominal Machine Width:		  30" (762mm)	 41" (1041mm)	 41" (1041mm)	 56" (1422mm)	 56" (1422mm)

 Maximum Operating Speed:		  up to 225 cpm, or 450 bags per minute (2-up)

 Max. Bag Size (l x w)		  31" x 42"	 40" x 42"	 18" x 42"	 55" x 42"	 26.5 x 42"
				    	 787mm x	 1016mm x	 457mm x 	 1397mm x	 673mm x
					     1066mm		 1066mm		 1066mm		 1066mm		 1066mm
									         (2-up)				    (2-up)

 Min. Bag Size (l x w)			  4" (101mm)	 4" (101mm)	 4" (101mm)	 4" (101mm)	 4" (101mm)

 Voltage:				    220v/3 phase/60 amps

 Air:					     90-100 psi @ 15 cfm

 Water:					    1.0 gal/min. (3.81)

Polystar Side Weld Bag Machines

Specifications

The  Polystar side weld bag machine is available in both solid and split lane machine configurations in 30" 
(762mm), 41" (1041mm), and 56" (1422mm) machine widths.  Streamlined operator controls reduce set-up 
times and increase productivity.

Optional:

■■ Index stacking unit
■■ Hole punching
■■ Vent hole
■■ Handle punching
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■■ Gusseters
■■ Flip folders
■■ Header sealers
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